Enhanced Performance Through Applied Innovation

NUOSPERSE® FA 115

Wetting Agent

GENERAL INFORMATION

NUOSPERSE FA 115 is an additive to improve the
incorporation of universal tinting pastes into the
base dispersion paint.

CHEMICAL & PHYSICAL PROPERTIES

ELEMENTIS

A global specialty chemicals company

Feature Consequence

Appearance 20 °C clear liquid
Active content 45%
pH 2 % solution in water

6.5-75

(ASTM D 1172)

¢ Keeps surfactants of - improves compatibility
universal colorants with universal colorants
from being adsorbed - reduces colour float
by the coloured base  and rub-up
paint - improves tint
reproducibility
- optimises colour
development

Density, 20 °C

. 1060 kg/m?
(1SO 2811-2) approx gm

Viscosity, 20 °C

1800 - 2500 mPa.
(ASTM D 2196) mra.s

o Low molecular mass - high mobility
- fast adsorption onto
pigment and extender
surfaces

Colour, 10 % in water

max. 100 Alpha
(DIN-EN 1557)

Solubility soluble in water

lonic character anionic

These are typical properties not to be used for specification
purposes.

KEY PROPERTIES

e The addition of NUOSPERSE FA 115 to the
white base dispersion paint in which universal
tinting pastes are worked-up prevents the
surfactants in the tinting paste from being
adsorbed onto the pigments and fillers of the
base paint. This adsorption would cause
flocculation and separation of the pigment in the
universal tinting paste. In this way the
compatibility is improved.

¢ NUOSPERSE FA 115 also works as a bridge
between the dispersion paint and the universal
tinting paste which helps further to improve
overall compatibility.

INCORPORATION

NUOSPERSE FA 115 should preferably be added
before the dispersing process.

LEVELS OF USE

NUOSPERSE FA 115 should be used at a
concentration of 0.2 - 0.4%, calculated on the total
amount of dispersion paint.

HEALTH AND SAFETY

Before using this product please consult our Safety
Data Sheet (SDS) for information on safe handling
and storage. The SDS can be found on the
company website.

SHELF LIFE

NUOSPERSE FA 115 has a shelf life of 3 (three)
years from date of manufacture.

QUALITY ASSURANCE

Since 1992 the company is a holder of the 1SO
9001 / ISO 9002 certificates, which guarantees that
all operations are conducted according to the
stipulated standards.

NOTE: The information herein is currently believed to be accurate. We do not guarantee its accuracy. Purchasers shall not rely on statements herein when
purchasing any products. Purchasers should make their own investigations to determine if such products are suitable for a particular use. The products
discussed are sold without warranty, express or implied, including a warranty of merchantability and fitness for use. Purchasers will be subject to a separate

agreement which will not incorporate this document.
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